
เอกสารข้อมูลผลิตภัณฑ์
ลักษณะ

ZCKD02
limit switch head ZCKD - steel roller plunger

Main
Range of product OsiSense XC
Series name Standard format
Product or component type Limit switch head
Device short name ZCKD
Head type Plunger head
Product compatibility XCKS

XCKM
XCKL

Associated body ZCKM1
ZCKS8H29
ZCKMD37H29
ZCKM6H29
ZCKL1H7
ZCKLD37H7
ZCKMD39
ZCKS6
ZCKMD35H7
ZCKLD35
ZCKS1
ZCKSD35H29
ZCKM5
ZCKS2H29
ZCKL6
ZCKL5
ZCKM7H29
ZCKS1H29
ZCKLD31H7
ZCKM6
ZCKM9
ZCKSD37H29
ZCKL6H7
ZCKLD39H7
ZCKMD31H29
ZCKS5H29
ZCKS9H29
ZCKSD39
ZCKM1H7
ZCKMD35H29
ZCKL8H7

กา
รส

ละ
สิท

ธิ์:
 เอ

กส
าร

นี้ไ
ม่ม

ีวัต
ถุป

ระ
สง

ค์เ
พื่อ

ใช
้แท

น 
หร

ือใ
ช้เ

พื่อ
กำ

หน
ดค

วา
มเ

หม
าะ

สม
 ห

รือ
คว

าม
น่า

เช
ื่อถ

ือข
อง

ผล
ิตภ

ัณ
ฑ

์เห
ล่า

นี้ส
ำห

รับ
กา

รใ
ช้ง

าน
เฉ

พา
ะท

าง

2 ##.#. 2563

1



ZCKM8H29
ZCKL1
ZCKL7H7
ZCKM7H7
ZCKL5H7
ZCKSD39H29
ZCKM8
ZCKM5H29
ZCKLD37
ZCKSD35
ZCKM6H7
ZCKM7
ZCKM5H7
ZCKL7
ZCKS7
ZCKS7H29
ZCKMD39H7
ZCKMD37H7
ZCKLD31
ZCKSD37
ZCKMD39H29
ZCKS5
ZCKM1H29
ZCKMD35
ZCKS8
ZCKLD35H7
ZCKS6H29
ZCKM9H29
ZCKLD39
ZCKL8
ZCKMD37
ZCKMD31
ZCKM8H7
ZCKS2
ZCKSD31H29
ZCKMD31H7
ZCKSD31
ZCKS9

Movement of operating head Linear
Type of operator Roller plunger spring return metal
Type of approach Lateral approach, 2 directions

Complementary
Switch actuation By 30° cam
Positive opening With
Head material Plastic

Environment
Ambient air temperature for operation -25…70 °C
Ambient air temperature for storage -40…70 °C
Environmental characteristic Standard environment

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope)

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=879216&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879216&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879216&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110614EN

